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Tommy Gate® liftgates are industrial products for material handling only and are not to be used as personnel or wheelchair lifts. 
For safe handling and operating instructions, visit www.tommygate.com. 
© 2017 Woodbine Manufacturing Company, Inc. All rights reserved.

89-25 BF TP60 54 2500 1320 89 83-1/2 83-3/4 93-3/4 96-7/8 30 30 13 17-3/4 28-1/4

89-25 BF TP70 54 2500 1378 89 83-1/2 83-3/4 93-3/4 96-7/8 35 35 13 17-3/4 33-1/4

95-25 BF TP60 54 2500 1362 95 89-1/2 89-3/4 99-3/4 102-7/8 30 30 13 17-3/4 28-1/4

95-25 BF TP70 54 2500 1420 95 89-1/2 89-3/4 99-3/4 102-7/8 35 35 13 17-3/4 33-1/4

89-30 BF TP60 54 3000 1320 89 83-1/2 83-3/4 93-3/4 96-7/8 30 30 13 17-3/4 28-1/4

89-30 BF TP70 54 3000 1378 89 83-1/2 83-3/4 93-3/4 96-7/8 35 35 13 17-3/4 33-1/4

95-30 BF TP60 54 3000 1362 95 89-1/2 89-3/4 99-3/4 102-7/8 30 30 13 17-3/4 28-1/4

95-30 BF TP70 54 3000 1420 95 89-1/2 89-3/4 99-3/4 102-7/8 35 35 13 17-3/4 33-1/4
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* For all Bi-Fold Railgate Models the laden bed height must be greater than the Platform Base Height (measurement F). 

Gate W
eight

Sto
re

d
Gate D

epth

Gate W
idth

 

Outsi
de Uprig

hts

Overall
Gate W

idth

Platfo
rm

 Foldout 

Height (
depth

)

Retentio
n Ramp 

Loading Ta
per

Latchplate to

To
p of M

ainfra
me

A B C D E F G H I J

BI-FOLD, HIGH-CYCLE MODELS

NOTE:
measurements in drawing depict bed height at 54-inch maximum height
*    subtract from dimension the bed height difference below 54”
**  add to dimension the bed height difference below 54”


