
PRO PLUS® Specifications

Technical Specifications

Imperial 8' 8' 6" 9'
Blade Width 8' 8' 6" 9'

Blade Height 31½" 31½" 31½"

Blade Gauge 12 12 12

Trip Springs 4 4 4

Shock Absorbers 2 2 2

Vertical Ribs 8 8 8

Angling Rams 1½" x 12" 1½" x 12" 1½" x 12"

Plowing Width (full angle) 6' 11" 7' 4" 7' 9"

Approx. Weight (less mount) 805 lb** 821 lb** 837 lb**

Disc Shoes Cast Iron Cast Iron Cast Iron

Cutting Edge 1/2" x 6" 1/2" x 6" 1/2" x 6"

Mount Type UltraMount® 2 UltraMount® 2 UltraMount® 2

Lift Cylinder 1½" x 8" 1½" x 8" 1½" x 8"

Metric 8' 8' 6" 9'
Blade Width 2.44 m 2.59 m 2.74 m

Blade Height 80.01 cm 80.01 cm 80.01 cm

Blade Gauge 2.78 mm 2.78 mm 2.78 mm

Trip Springs 4 4 4

Shock Absorbers 2 2 2

Vertical Ribs 8 8 8

Angling Rams 3.81 cm x 30.48 cm 3.81 cm x 30.48 cm 3.81 cm x 30.48 cm

Plowing Width (full angle) 2.11 m 2.24 m 2.36 m

Approx. Weight (less mount) 365 kg 372 kg 379 kg

Disc Shoes Cast Iron Cast Iron Cast Iron

Cutting Edge 1.27 cm x 15.24 cm 1.27 cm x 15.24 cm 1.27 cm x 15.24 cm

Mount Type UltraMount® 2 UltraMount® 2 UltraMount® 2

Lift Cylinder 3.81 cm x 20.32 cm 3.81 cm x 20.32 cm 3.81 cm x 20.32 cm
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